
• 1.5 mm sheet steel
• Supporting brackets included
• Color: powder-coated RAL 9005
• Load rating max. 20 kg balanced load; maximum load rating decreased to 25% when 

mounted on front pair of vertical extrusions only (shelf depth 150, 250, and 350 mm)
• Longer supporting bracket DP-PO-PD available for use
• Package includes: 1× shelf, 2× rear brackets

• 2 mm sheet steel
• Support brackets optional
• Color: powder-coated RAL 9005
• Load rating max. 60 kg balanced load (when supporting brackets used – ordered 

separately); load rating decreased to 25% when mounted on front pair of vertical 
extrusions only – shelf depth 150, 250 and 350 mm

• Package includes:
 - DP-PO-xxx: 1× shelf

• 2 mm sheet steel, reinforced with metal bars
• Four supporting brackets (for mounting on vertical extrusions) included
• Color: powder-coated RAL 9005
• Load rating max. 100 kg balanced load
• Package includes:  1× shelf, 4× brackets, 16× screws M6, 16× nuts M6

ACCESSORIES

 SHELVING

D

W

HDP-PT-450

Code H (in U) W D (mm)
Min-max 

dist.1

Max. 

dist.2 Package

DP-PT-150 1 19" 150 75-121 370 1 pc

DP-PT-250 1 19" 250 125-221 470 1 pc

DP-PT-350 1 19" 350 175-321 570 1 pc

DP-PT-450 1 19" 450 225-421 670 1 pc

DP-PT-550 1 19" 550 275-521 770 1 pc

DP-PT-650 1 19" 650 325-621 870 1 pc

DP-PT-750 1 19" 750 375-721 970 1 pc

DP-PT-850 1 19" 850 425-821 1 070 1 pc

1  Between standard front and rear brackets (in mm)
2 Between front and rear brackets – with DP-PO-PD (in mm)

Code H (in U) W D (mm)
Min-max 

dist.1

Max. 

dist.2 Package

DP-PO-150 1 19" 150 75-180 385 1 pc

DP-PO-250 1 19" 250 125-265 470 1 pc

DP-PO-350 2 19" 350 230-380 585 1 pc

DP-PO-450 2 19" 450 260-480 685 1 pc

DP-PO-550 2 19" 550 360-580 785 1 pc

DP-PO-650 2 19" 650 460-680 885 1 pc

DP-PO-750 2 19" 750 560-780 985 1 pc

DP-PO-850 2 19" 850 660-880 1 085 1 pc

1  Between standard front and rear brackets (in mm)
2 Between front and rear brackets – with DP-PO-PD (in mm)

SUPPORTING BRACKETS

Code Type Packing Length (mm) H (in U)

 DP-PO-PO Standard 1 pair 88 1

 DP-PO-PD* Extended 1 pair 298 1

* Compatible with DP-PO-xxx, DP-PT-xxx

19" FIXED LITE SHELVES SERIES DP-PT

19" FIXED SHELVES SERIES DP-PO

DP-PO-450

DP-PO-PD

DP-PO-PO

DP-PZ

H

W

D Code H (in U) W D (mm)
Min-max 

distance1 Package

 DP-PZ-450 1 19" 450 113-463 1 pc

 DP-PZ-550 1 19" 550 213-563 1 pc

 DP-PZ-650 1 19" 650 313-663 1 pc

 DP-PZ-750 1 19" 750 413-763 1 pc

 DP-PZ-850 1 19" 850 513-863 1 pc

1 Between standard front and rear brackets (in mm)

19" FIXED HIGH-LOAD SHELVES SERIES DP-PZ



• 1.5 mm sheet steel
• Height: 1U
• Equipped with one pair of side telescopic rails
• Supporting brackets included
• Color: powder-coated RAL 9005
• Load rating max. 25 kg balanced load; maximum load rating decreased to 25% when

mounted on front pair of vertical extrusions only (shelf depth: 250 and 350 mm)
• Package includes: 1× shelf, 2× rear brackets, 4× screws M5

• 2 mm and 2.5 mm sheet steel
• Height: 1U
• Max. pull-out 450 mm
• Color: powder-coated RAL 9005
• Load rating max. 80 kg balanced load
• Package includes: 1× shelf

• 2 mm sheet steel
• Mountable on vertical extrusion side holes (with DP-MO-01 mountain kit, 

not included)
• Color: powder-coated RAL 9005
• Space between rails provides effective cooling of active devices
• Load rating max. 50 kg balanced load
• Package includes:

 - DP-DU-xxxx: 2× supporting rails
 - DP-DU-S75: 2× supporting rails, 4× brackets for 800 mm racks, 36× screws M5, 
16×  fl oating nuts M5

• Compatible with L-Type extrusions; other information upon request

D

W

H

DP-PO-250V
Code

H 

(in U)
W

D 

(mm)

Min-max 

dist.1

Drawout part 

max.
Package

 DP-PO-250V 1 19" 271 155-370 160 mm 1 pc

 DP-PO-350V 1 19" 371 255-470 260 mm 1 pc

 DP-PO-450V 1 19" 471 355-570 325 mm 1 pc

 DP-PO-550V 1 19" 571 455-670 410 mm 1 pc

 DP-PO-650V 1 19" 671 555-770 485 mm 1 pc

 DP-PO-750V 1 19" 771 655-870 520 mm 1 pc

1 Between standard front and rear brackets (in mm)

Code
H 

(in U)
W D (mm)

Min-max 

distance1 Package

 DP-PZ-450V 1 19" 471 296-507 1 pc

 DP-PZ-550V 1 19" 571 406-607 1 pc

1  Between standard front and rear brackets (in mm)

Rack Max. DP-DU

RDF 80/80 700

RDF 80/100 900

RSF 60/80 700

RSF 60/100 900

RSF 80/80 700

RSF 80/100 900

Rx7 60/60 500

Rx7 60/80 700

Rx7 60/100 900

Rx7 80/80 700

Rx7 80/100 900

Replace x with i or M

SUPPORTING RAILS

Code
Distance between front and rear 

vertical L-type extrusions (mm)

Depth 

(mm)
Package

 DP-DU-300 296 242 1 pair

 DP-DU-400 396 342 1 pair

 DP-DU-500 496 442 1 pair

 DP-DU-600 596 542 1 pair

 DP-DU-700 696 642 1 pair

DP-DU-800 796 742 1 pair

DP-DU-900 896 842 1 pair

DP-DU-1 000 996 942 1 pair

DP-DU-S75 * 740 692 1 pair

* Load rating of 100 kg for 600 and 800 mm width

19" PULL-OUT SHELVES SERIES DP-PO-V

W
D

DP-PZ-450V

19" PULL-OUT HIGH LOAD SHELVES SERIES DP-PZ-V

D

W

H

H – 88 MM (2U)

W – 80 MM

SUPPORTING RAILS

DP-DU-75S-600

DP-DU-75S-800

DP-DU



• 1.25 and 1.5 mm sheet steel
• Height: 3U
• Max. pull-out distance 280 mm
• Color: powder-coated RAL 9005
• Load rating max. 10 kg balanced load
• Package includes: 1× drawer

• 1.5 mm sheet steel
• Max. keyboard width 400 mm and height 36 mm
• Shelf depth: 480 mm
• Max. pull-out distance 330 mm
• Color: powder-coated RAL 9005
• Supporting brackets included
• Supporting brackets DP-PV-PD for installation into 800 and 1 000 mm deep racks 

(optional)
• Package includes: 1× keyboard holder, 2× rear brackets, 4× screws M5, 1× self-adhesive 

velcro tape

• Enables keyboard placement in front of sliding vertical extrusions
• Max. keyboard size 480×175 mm
• Color: powder-coated RAL 9005
• Height: 1U
• Fix keyboard to shelf using self-adhesive velcro – 8 pcs of size 12×25 mm (included)
• Package includes: 1× keyboard holder, 1× self-adhesive velcro tape

• Allows for use of 19" equipment in 21" rack
• Color: powder-coated RAL 9005
• Package includes: 1× adaptor

H

W

D

DP-PV-02

D

W

H

Code H (in U) W D (mm) Package

DP-DD-03 3 19" 430 1 pc

Code H (in U) W D (mm) Package

DP-PV-02 1 19" 480 1 pc

Code H (in U) W Package

DP-PV-01 1 19" 1 pc

Code H (in U) Package

DP-RE-01 1 1 pc

DP-RE-02 2 1 pc

DP-RE-03 3 1 pc

19" PULL-OUT KEYBOARD HOLDER SERIES DP-PV

19" FOLDING KEYBOARD HOLDER SERIES DP-PV

21" ADAPTORS

19" PULL-OUT DRAWER DP-DD

WH

177mm

DP-RE 19"

21"

DP-RE-01



• For earthing installed equipment
• Height: 1U and 2U
• Holds cables with cable ties or PVC
• Suitable for use as earthing bar
• Zinc-plated fi nish
• Package includes:

 - DP-HR-01, DP-HR-02: 1× earthing bar
 - DP-HR-03: 5× earthing bar, 5× mounting kit DP-MO-01

• Height: 1U
• Copper earthing rail with 5 earthing clips (DP-ZE-CL) included
• Color: powder-coated RAL 9 005
• Package includes:

 - DP-ZE-RAM: 1× earthing rail, 5× clips DP-ZM-CL
 - DP-ZE-CL: 1× earthing clip

• For rack sizes 15–48U
• 25×5 mm copper bar
• Installation kit for rack mounting (included)
• Package includes: 1× earthing bar, 5× clips DP-ZM-CL, 4× screws M5, 4× nuts M5

• 22 terminals for cable diameters:
ø 1–10 mm2 – solid conductor
ø 1 –6 mm2 – stranded conductor

• Nominal voltage – 230/400 V
• Nominal current – 40 A
• Mounting kit for installation (at either frame or extrusions)
• Ground cable 6 mm2 with M8 lug, length 500 mm
• In accordance with standard specifi cation LG-19
• Package includes: 1× earthing rail, 2× plasctic holders, 2× screws M5

Code Description Package

DP-HR-01
19" cable clamp bracket / earthing bar 

for patch panel, 1U
1 pc

DP-HR-02
19" cable clamp bracket / earthing bar 

for patch panel, 2U
1 pc

DP-HR-03
19" cable clamp bracket / earthing bar 

cable / bundle of cables, 1U
1 set

Code Description Package

DP-ZE-RAM 19" panel with earthing rail and 5 clips 1 pc

DP-ZE-CL Earthing clip 1 pc

Code Description Package

DP-ZE-ER24
Earthing rail, 8×8 mm, 22 terminals, 

40 A, ground cable
1 pc

Code H (in U) Length (mm) Package

 DP-UL-15U 15 667 1 pc

 DP-UL-21U 21 933 1 pc

 DP-UL-27U 27 1 200 1 pc

 DP-UL-33U 33 1 467 1 pc

 DP-UL-42U 42 1 867 1 pc

 DP-UL-45U 45 2 000 1 pc

 DP-UL-48U 48 2 134 1 pc

CABLE CLAMP BRACKET / EARTHING BAR FOR PATCH PANEL

19" PANEL WITH EARTHING BAR

EARTHING BAR

EARTHING RAIL

ACCESSORIES

 EARTHING BARS

d equipment

H W

DP-HR-01

CLAMPS

DP-HR-03

D

H W

DP-ZE-RAM

H
 DP-ZE-CL

2 terminals for cab
–10 m

NG R



• Used for all types of free-standing racks
• Available in three types:

a) a) DP-PR-100: fi xed height 100 mm; for total load (IT equipment + rack) up to 
800 kg (also applicable for racks 1 200 mm deep, with load rating up to 1000 kg)

b) DP-PR-HL-100: fi xed height 100 mm for total load (IT equipment + rack) 800 kg 
and more

c) DP-PR-A-100: fi xed height 100 mm, equipped with adjustable feet; for total load (IT 
equipment + rack) up to 1700 kg

• Package includes: 4× plinth corners, 4× screws M10, 16× screws M5

• Available in two types:
a) With cable entry openings (in DP-P-PDN-xx/yy)
b) With perforation and exchangeable fi lters (in DP-P-PFN-xx/yy)

• Package includes: 1× plinth panel full, 3× plinth panels with cable entry or perforations

Used with PREMIUM and iSEVEN rack series (RDF, RSF, RSB, RI7 and RM7)

Height: 100 mm 

Color: powder-coated RAL (standard RAL 7035 or 9 005)

Delivered unassembled; assembly hardware and instructions included

Consists of:
- Set of corners
- Set of side panels

Code Load rating (kg)* Package

 DP-PR-100 800 1 set of 4 pcs

 DP-PR-A-100 1700 1 set of 4 pcs

DP-PR-HL-100 1 700 1 set of 4 pcs

* Load rating for set (4 pcs) of corners, incl. weight of rack

SET OF PLINTH CORNERS

SET OF SIDE PANELS

ACCESSORIES

 MODULAR PLINTHS

Plinths  are installed as both an aesthetic and stabilizing element instead of feet or castors. When 
a fi lter is used, the plinth supplies a suffi cient amount of fi ltered air. Can also be used for storing 
cables.

4x        16x                  4x

4x

DP-PR-100DP-PR-A-100

DP-PR-HL-100

DP-P-PDN-XX/YY-100

DP-PR-A-100

DP-P-PDN-XX/YY-100

DP-P-PDN-XX/YY-100 DP-P-PFN-XX/YY-100

4x             16x                    4x

4x



• Set of plinth panels for rack footprint xx/yyy (height 100 mm)
• Package includes:

 - DP-P-PDN-100-xx/120: 6x panels, 2x middle plinths
 - DP-PDN-30/xx-100: 2x panel set, 2x plinth

Code Description Package

DP-P-PDN-100-60/120 *
Set of plinth panels for 60/120 

(height 100 mm)
1 set

DP-P-PDN-100-80/120 *
Set of plinth panels for 80/120 

(height 100 mm)
1 set

* With DP-PR -100 (height 100 mm)

Code Description Package

DP-PDN-30/60-100
Plinth for space optimization 

section 30/60, height 100 mm
1 set

DP-PDN-30/80-100
Plinth for space optimization 

section 30/80, height 100 mm
1 set

DP-PDN-30/100-100
Plinth for space optimization 

section, 30/100, height 100 mm
1 set

DP-PDN-30/120-100
Plinth for space optimization 

section, 30/120, height 100 mm
1 set

PLINTHS FOR 1 200 MM DEEP RACKS & SPACE OPTIMIZATION SECTIONS

DP - PR - 1. - 100

An example of a correct Code:

DP - PR - HL - 100

DP - P - 1. - 2. / 3. - 100

An example of a correct Code:

DP - P - PDN - 600 / 600 - 100

FOLLOW THE STEPS TO SET UP THE DESIRED CODE! 
PLINTH CORNERS SIDE PANELS

1.

Code Options

HL Plinth corners – high load

A Plinth corners with adjustable feet

1.

Code Options

PDN Plinth without fi lter

PFN Plinth with fi lter

2.

Options

Rack width (mm) – ie. 600, 800

3.

Options

Rack depth (mm) – ie. 600, 
800, 1 000

Ordering code for exchangeable fi lter: DP-P-
PFN-FI-600 – 600 mm length DP-P-PFN-
FI-800 – 800 mm length

DP-PDN-30/YYY-100

DP-P-PDN-100-80/120

DP-PR-HL-100



• Attaches equipment to vertical extrusions
• Package includes:

 - DP-MO-0x: 1× screw, 1× fl oating nut, 1× washer
 - DP-MO-F2: 1× screw, 1× nut
 - DP-MO-100: 100× mounting kit (1× screw, 1× fl oating nut, 1× washer)

• Connects (bays) free-standing racks of the 

same height and depth into one row; 

The DP-DR-UNI connects entire rack series

• DP-DR-UNI-Q: QUICK connecting (QC) kit 

is used to connect entire free-standing rack 

series; one-man installation ready, tool-less 

version

• DP-DR-UNI: connects entire rack series; side 

panels need not be removed

• DP-DR-7: connects entire rack series; side 

panels must be removed

• Package includes:

- DP-DR-UNI-Q: 3× QC brackets, 3× butterfl y 

screws M5×16, 6× screws M5×16, 3× nuts 

M5

- DP-DR-UNI: 6× butterfl y nuts M5, 6× screws 

M5×20, 12× washers

- DP-DR-7: 6× hexagonal nuts, 12× screws 

M5×10, 12× washers M5 DIN125

Code Description Size Package

DP-MO-011 Mounting kit M5 1 set

DP-MO-021 Mounting kit M6 1 set

DP-MO-F21 Mounting kit – fast installation M6 1 set

DP-MO-100 Mounting kit – multipack M5 1 set

1 Please order in multiples of four only (one package = 4 sets, see above)

Code Description Package

DP-DR-UNI-Q
QUICK connecting kit for all free-standing 

rack series; tool-less
1 set

DP-DR-UNI
Connecting kit for all free-standing rack 

series
1 set

DP-DR-7 Connecting kit for rack series 1 set

MOUNTING KIT

CONNECTING KITS

ACCESSORIES

 MOUNTING & CONNECTING KITS

DP-MO-F2
DP-MO-01

DP-DR-UNI

DP-DR-7

DP-DR-UNI-Q



• Package includes:
 - Set 1: 1× castor, 1× screw M10, 1× washer
 - Set 2: 1× foot
 - Set 3: 4× castors

Code Description
Load rating

per castor (kg)*
Package

 DP-KO-01
Castor for free-standing 

cabinet
50 kg 1 pc of set 1

 DP-KO-02
Lockable castor for free-

standing cabinet
50 kg 1 pc of set 1

 DP-KO-H1
High-load castor for free-

standing cabinet
100 kg 1 pc of set 1

 DP-KO-H2
Lockable high-load castor 
for free-standing cabinet

100 kg 1 pc of set 1

 DP-NO-01
Adjustable foot for free-

standing cabinet
– 1 pc of set 2

DP-KO-TC
Transport castors for 
free-standing racks

30 kg 1 pc of set 3

* Castor load rating = (rack weight + device weight) / 3

CASTORS & FEET

DP-KO-01

DP-NO-01

DP-KO-02

DP-KO-H1 DP-KO-H2

DP-KO-TC

• For 19” wall equipment installation
• 2U and 4U in height
• Mounting holes (for wall installation) on rear
• Holder equipped with hinges (enables equipment to swing open from wall)
• Side cable entry openings
• Color: powder-coated RAL 7035
• Package includes: 1× Wall-mounting holder

Code H (in U) W Depth (mm) Package

 DP-WALL-2U 2 19" 150 1 pc

 DP-WALL-4U 4 19" 150 1 pc

19" WALL-MOUNTING HOLDERS

ACCESSORIES

 OTHERS

D

W

H

DP-WALL-2U



• Illuminates rack
• DP-OJ-01 and DP-OJ-05 ready for 19" installation
• DP-OJ-04 and DP-OJ-05 can be magnetically fi xed into place on any sheet steel 

part in/on rack (OU installation)
• Automatic function ensured by motion sensor (DP-OJ-05 only)
• Package includes:

 - DP-OJ-01: 1× 19" light unit, 1× power cord
 - DP-OJ-04: 1× light unit (magnetic), 1× power cord
 - DP-OJ-05: 1× light unit (magnetic), 1× 19" holder, 2× screws M5, 1× power cord

Code Description Package

DP-OJ-01
Lighting unit – telescopic, 19" installation, 
fl orescent tube 230 V/50 Hz with switch

1 pc

DP-OJ-04
Lighting unit, 5 W, LED technology, 

magnets for easy fi xing
1 pc

DP-OJ-05
Lighting unit, 11 W, motion sensor, 

magnets for easy fi xing or 19" installation
1 pc

LIGHTING UNITS

 DP-OJ-01

 DP-OJ-04

 DP-OJ-05

• Protective strips and brush panels help protect cable entries, limiting dust penetration
• Installed in cable entry openings (300×100 mm or 300×50 mm)
• Mounting holes (for wall installation) on rear

Code Description
Available colors

Package
RAL 7035 RAL 9005

DP-KP-LEM Protective edging of cable entries (length 790 mm) – yes 1 pc

DP-KP-HCE2 Hermetic cable entry for rack with IP54  (opening 300×100 mm) yes yes 1 pc

DP-KP-KAR Cable entry covered with brush for iSEVEN and Premium series (opening 300×100 mm) yes yes 1 pc

DP-KP-KAR3 Cable entry 150×56 mm covered with brush for RUN, RUD, REN series yes – 1 pc

DP-KP-KAR4 Cable entry, two layers of brushes (opening 300x100 mm) yes yes 1 pc

DP-KP-KAR4-D Cable entry, two layers of brushes, divided version (opening 300×100 mm) yes yes 1 pc

DP-KP-KAR5 Cable entry 300×50 mm, covered with brush yes yes 1 pc

DP-KP-KAR6
Dust-proof brush for cable entry 500x110 mm (for RI7/RM7), two pieces of brushes and two pieces of rubber 

for edges of cable entry
– yes 1 pc

DP-KP-KAR7 Slidable cover for cable entry 300×100 mm yes yes 1 pc

DP-KP-KAR9 Cable entry with radius cable protection, for 300×100 mm opening yes yes 1 pc

DP-KP-RB4 Cable entry diameter 100 mm (4"), covered with brush – yes 1 pc

DP-KP-RP4 Cable entry diameter 100 mm (4"), plastic – yes 1 pc

DP-KP-KAR-A Cable entry for raised fl oor tiles, two layers of brushes (opening 410×215 mm) yes yes 1 pc

 CABLE PROTECTION IN OPENINGS

 DP-KP-KAR

 DP-KP-KAR4

 DP-KP-HCE2

DP-KP-KAR9

 DP-KP-KAR-A  DP-KP-KAR4-D

DP-KP-RB4

DP-KP-KAR4-D
 DP-KP-KAR7

DP-KP-KAR9
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